
S I M P S O N  R O A D  I M P R O V E M E N T S
from US 192 to 560’ south of Myers Road
MAY 2019         PROJECT FACT SHEET

EAST LAKE
TOHOPEKALIGA

 

 

 

 

ROYAL PA L M DR
BOGGY CREEK RD 

MYERS RD

PEBBLE 
POINTE
WAY

EAGLE
BAY
BLVD

WARD RD

HILLIARD ISLE RD

FLORIDA PKWY

BUENAVENTURA BLVD

SIM
PS

ON RD

MARIS
OL

LO
OPLA

KE
S IDE DR

WINNERS CIR

HARBOR TOWN DR
FORTUNE RD

COUNTRY LANE

LAKESHO
RE BLVD

PARTIN   SETTLEMENT RD

SHADY LN

NEPTUNE RD

OSCEOLA PKWY

NOT TO SCALE

PD&E

NORTH END
PD&E

Major
Intersection

Improvements

Major
Intersection

Improvements

SOUTH END
PD&E

Phase 3

Phase 4

Phase 2

Phase 1
Completed  by Others

Major
Intersection

Improvements

Major
Intersection

Improvements

NORTH END
PD&E

SOUTH END

Phase 3

Phase 4

Phase 2

Phase 1
Completed  by Others

LEGEND
SIMPSON ROAD SECTIONS

1. Boggy Creek Rd. to Myers Rd.
2. Myers Rd. to Hilliard Rd.
3. Fortune Rd. to US-192
4. Hilliard Isle Rd. to Fortune Rd.

www.improvesimpsonroad.com

SIMPSON ROAD PROJECT PHASES
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STAY INFORMED 

To track the project progress, view details, and to get involved, please visit our project website. 

POTENTIAL 
PROJECT PHASES & 
TYPICAL SECTIONS 

PHASE ONE 
Boggy Creek Rd. to Myers Rd. 

Being completed as 
separate project. 

PHASE TWO 
Myers Rd. to Hilliard Isle Rd. 

Typical A: Includes on-street 
bike lanes, complete sidewalk 
network, and 4 trafc lanes 
within 115 ft of right-of-way. 

Typical B: Includes multi-use 
paths, complete sidewalk 
network, and 4 trafc lanes 
within 115 ft of right-of-way. 

PHASE THREE 
Fortune Rd. to US 192 

Typical A: Includes on-street 
bike lanes, complete sidewalk 
network, and 4 trafc lanes 
within 115 ft of right-of-way. 

Typical B: Includes multi-use 
paths, complete sidewalk 
network, and 4 trafc lanes 
within 115 ft of right-of-way. 

PHASE FOUR 
Hilliard Isle Rd. to Fortune Rd. 

Typical A: Includes on-street 
bike lanes, complete sidewalk 
network, and 4 trafc lanes, 
plus 2 auxiliary turning lanes 
within 125 ft of right-of-way. 

Typical B: Includes shared-
use paths, complete sidewalk 
network, and 4 trafc lanes 
plus 2 auxiliary turning lanes 
within 125 ft of right-of-way. 

Key Considerations in this 
Project Phase: 
-High Turning Volumes 
-Pedestrian Crossings 
-Trafc Safety 
-Property Access 




